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  LIGHT .177 pellet ULTRA .177 pellet LIGHT .22 pellet ULTRA .22 pellet
Kalibre   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
Toplam Boy   315 mm. 393 mm. 315 mm. 393 mm.
Yükseklik   172 mm. 172 mm. 172 mm. 172 mm.
Genişlik   39 mm. 39 mm. 39 mm. 39 mm.
Kabza Genişliği   51 mm. 51 mm. 51 mm. 51 mm. 
Ağırlık   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Tetik Ağırlığı   350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr.
Gez Mesafesi   100 m. 100 m. 100 m. 100 m.
Emniyet Mesafesi   350 m. 450 m. 350 m. 450 m.
Namlu Yiv Adedi   Set 12 Set 12 Set 12 Set 12
Namlu Boyu   181.5 mm. 260 mm. 181.5 mm. 260 mm.
Maksimum Enerji   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 9 joule cal. 4.5 mm 0.5 gr.  10.7 joule cal. 5.5 mm 0.87 gr. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 gr.  14.5 joule cal. 5.5 mm 0.95 gr. 
Namlu Çıkış Hızı   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 1. pump 120 m/s 0.50 gr.  1. pump 92 m/s 0.87 gr. 
 Ultra 1. pump 127 m/s 0.50 gr.  1. pump 100 m/s 0.95 gr. 
 Light 2. pump 160 m/s 0.50 gr.  2. pump 130 m/s 0.87 gr. 
 Ultra 2. pump 175 m/s 0.50 gr.  2. pump 137 m/s 0.95 gr. 
 Light 3. pump 190 m/s 0.50 gr.  3. pump 157 m/s 0.87 gr. 
 Ultra 3. pump 205 m/s 0.50 gr.  3. pump 160 m/s 0.95 gr. 
 Light    
 Ultra 4. pump 225 m/s 0.50 gr.  4. pump 175 m/s 0.95 gr. 
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  LIGHT .177 pellet ULTRA .177 pellet LIGHT .22 pellet ULTRA .22 pellet
Caliber   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
Length   315 mm. 393 mm. 315 mm. 393 mm.
Height   172 mm. 172 mm. 172 mm. 172 mm.
Width   39 mm. 39 mm. 39 mm. 39 mm.
Grip Width   51 mm. 51 mm. 51 mm. 51 mm. 
Weight   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Trigger Pull   350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr.
Sight Distance   100 m. 100 m. 100 m. 100 m.
Safety Distance   350 m. 450 m. 350 m. 450 m.
Barrel Rifle Set No  Set 12 Set 12 Set 12 Set 12
Barrel Length   181.5 mm. 260 mm. 181.5 mm. 260 mm.
Maximum Energy   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 9 joule cal. 4.5 mm 0.5 gr.  10.7 joule cal. 5.5 mm 0.87 gr. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 gr.  14.5 joule cal. 5.5 mm 0.95 gr. 
Muzzle Velocity   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 1. pump 120 m/s 0.50 gr.  1. pump 92 m/s 0.87 gr. 
 Ultra 1. pump 127 m/s 0.50 gr.  1. pump 100 m/s 0.95 gr. 
 Light 2. pump 160 m/s 0.50 gr.  2. pump 130 m/s 0.87 gr. 
 Ultra 2. pump 175 m/s 0.50 gr.  2. pump 137 m/s 0.95 gr. 
 Light 3. pump 190 m/s 0.50 gr.  3. pump 157 m/s 0.87 gr. 
 Ultra 3. pump 205 m/s 0.50 gr.  3. pump 160 m/s 0.95 gr. 
 Light    
 Ultra 4. pump 225 m/s 0.50 gr.  4. pump 175 m/s 0.95 gr.

HP01-2 TECHNICAL SPECIFICATIONS









  LIGHT .177 pellet ULTRA .177 pellet LIGHT .22 pellet ULTRA .22 pellet
Calibre   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
Longueur   315 mm. 393 mm. 315 mm. 393 mm.
Hauteur   172 mm. 172 mm. 172 mm. 172 mm.
Largeur   39 mm. 39 mm. 39 mm. 39 mm.
Largeur De Préhension 51 mm. 51 mm. 51 mm. 51 mm. 
Poids   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Gâchette   350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr.
La Distance En Tournée   100 m. 100 m. 100 m. 100 m.
Distance De Sécurité   350 m. 450 m. 350 m. 450 m.
Canon Basculant Fixé Aucune  Set 12 Set 12 Set 12 Set 12
Longueur Du Canon   181.5 mm. 260 mm. 181.5 mm. 260 mm.
énergie Maximale   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 9 joule cal. 4.5 mm 0.5 gr.  10.7 joule cal. 5.5 mm 0.87 gr. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 gr.  14.5 joule cal. 5.5 mm 0.95 gr. 
La Vitesse Initiale   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 1. pump 120 m/s 0.50 gr.  1. pump 92 m/s 0.87 gr. 
 Ultra 1. pump 127 m/s 0.50 gr.  1. pump 100 m/s 0.95 gr. 
 Light 2. pump 160 m/s 0.50 gr.  2. pump 130 m/s 0.87 gr. 
 Ultra 2. pump 175 m/s 0.50 gr.  2. pump 137 m/s 0.95 gr. 
 Light 3. pump 190 m/s 0.50 gr.  3. pump 157 m/s 0.87 gr. 
 Ultra 3. pump 205 m/s 0.50 gr.  3. pump 160 m/s 0.95 gr. 
 Light    
 Ultra 4. pump 225 m/s 0.50 gr.  4. pump 175 m/s 0.95 gr.

HP01-2 Spécifications









  LIGHT .177  Kugeln ULTRA .177  Kugeln LIGHT .22  Kugeln ULTRA .22  Kugeln
Kaliber   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
Länge   315 mm. 393 mm. 315 mm. 393 mm.
Höhe   172 mm. 172 mm. 172 mm. 172 mm.
Weite   39 mm. 39 mm. 39 mm. 39 mm.
Griffweite   51 mm. 51 mm. 51 mm. 51 mm. 
Last   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Abzugsgewicht   350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr.
Sichtweite   100 m. 100 m. 100 m. 100 m.
Sicherheitsabstand   350 m. 450 m. 350 m. 450 m.
Barrel Rifle Set Nein   Set 12 Set 12 Set 12 Set 12
Lauflänge   181.5 mm. 260 mm. 181.5 mm. 260 mm.
Maximale Energie   4.5 mm. 177 Kugeln  5.5 mm. 22 Kugeln
 Light 9 joule cal. 4.5 mm 0.5 gr.  10.7 joule cal. 5.5 mm 0.87 gr. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 gr.  14.5 joule cal. 5.5 mm 0.95 gr. 
Mündungsgeschwindigkeit   4.5 mm. 177 Kugeln  5.5 mm. 22 Kugeln
 Light 1. pump 120 m/s 0.50 gr.  1. pump 92 m/s 0.87 gr. 
 Ultra 1. pump 127 m/s 0.50 gr.  1. pump100 m/s 0.95 gr. 
 Light 2. pump 160 m/s 0.50 gr.  2. pump 130 m/s 0.87 gr. 
 Ultra 2. pump 175 m/s 0.50 gr.  2. pump 137 m/s 0.95 gr. 
 Light 3. pump 190 m/s 0.50 gr.  3. pump 157 m/s 0.87 gr. 
 Ultra 3. pump 205 m/s 0.50 gr.  3. pump 160 m/s 0.95 gr. 
 Light    
 Ultra 4. pump 225 m/s 0.50 gr.  4. pump 175 m/s 0.95 gr. 

HP01-2 TECHNISCHE DATE









  LIGHT .177  Copitas ULTRA .177  Copitas LIGHT .22  Copitas ULTRA .22  Copitas
Calibre   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
Largo   315 mm. 393 mm. 315 mm. 393 mm.
Altura   172 mm. 172 mm. 172 mm. 172 mm.
Ancho   39 mm. 39 mm. 39 mm. 39 mm.
Ancho Grip   51 mm. 51 mm. 51 mm. 51 mm. 
Peso   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Apriete El Gatillo   350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr. 350 - 1800 gr.
Distancia Visual   100 m. 100 m. 100 m. 100 m.
Distancia De Seguridad   350 m. 450 m. 350 m. 450 m.
Por Ranura Barril   Set 12 Set 12 Set 12 Set 12
Longitud Del Cañón   181.5 mm. 260 mm. 181.5 mm. 260 mm.
Energía Máxima   4.5 mm. 177 Copitas  5.5 mm. 22 Copitas
 Light 9 joule cal. 4.5 mm 0.5 gr.  10.7 joule cal. 5.5 mm 0.87 gr. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 gr.  14.5 joule cal. 5.5 mm 0.95 gr. 
Velocidad Inicial   4.5 mm. 177 Copitas  5.5 mm. 22 Copitas
 Light 1. pump 120 m/s 0.50 gr.  1. pump 92 m/s 0.87 gr. 
 Ultra 1. pump 127 m/s 0.50 gr.  1. pump 100 m/s 0.95 gr. 
 Light 2. pump 160 m/s 0.50 gr.  2. pump 130 m/s 0.87 gr. 
 Ultra 2. pump 175 m/s 0.50 gr.  2. pump 137 m/s 0.95 gr. 
 Light 3. pump 190 m/s 0.50 gr.  3. pump 157 m/s 0.87 gr. 
 Ultra 3. pump 205 m/s 0.50 gr.  3. pump 160 m/s 0.95 gr. 
 Light    
 Ultra 4. pump 225 m/s 0.50 gr.  4. pump 175 m/s 0.95 gr.

HP01-2 ESPECIFICACIONES









  LIGHT .177  Pellet ULTRA .177  Pellet LIGHT .22  Pellet ULTRA .22  Pellet
калибр   4.5 mm. 4.5 mm. 5.5 mm. 5.5 mm.
длина   315 mm. 393 mm. 315 mm. 393 mm.
Высота   172 mm. 172 mm. 172 mm. 172 mm.
ширина   39 mm. 39 mm. 39 mm. 39 mm.
Власть Ширина   51 mm. 51 mm. 51 mm. 51 mm. 
вес   1.100 gr. 1.115 gr. 1.100 gr. 1.115 gr.
Усилие спуска   350 - 1800 rp. 350 - 1800 rp. 350 - 1800 rp. 350 - 1800 rp.
Зрение Расстояние   100 m. 100 m. 100 m. 100 m.
Безопасное расстояние   350 m. 450 m. 350 m. 450 m.
За паз цилиндра   Set 12 Set 12 Set 12 Set 12
Длина ствола   181.5 mm. 260 mm. 181.5 mm. 260 mm.
максимальная энергия   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 9 joule cal. 4.5 mm 0.5 rp.  10.7 joule cal. 5.5 mm 0.87 rp. 
 Ultra 12.6 joule cal. 4.5 mm 0.5 rp.  14.5 joule cal. 5.5 mm 0.95 rp. 
Начальная скорость   4.5 mm. 177 Pellet  5.5 mm. 22 Pellet
 Light 1. pump 120 m/s 0.50 rp.  1. pump 92 m/s 0.87 rp. 
 Ultra 1. pump 127 m/s 0.50 rp.  1. pump 100 m/s 0.95 rp. 
 Light 2. pump 160 m/s 0.50 rp.  2. pump 130 m/s 0.87 rp. 
 Ultra 2. pump 175 m/s 0.50 rp.  2. pump 137 m/s 0.95 rp. 
 Light 3. pump 190 m/s 0.50 rp.  3. pump 157 m/s 0.87 rp. 
 Ultra 3. pump 205 m/s 0.50 rp.  3. pump 160 m/s 0.95 rp. 
 Light    
 Ultra 4. pump 225 m/s 0.50 rp.  4. pump 175 m/s 0.95 

HP01-2 спецификации







Manufacturer: ATAK SİLAH SAN. ve TİC. LTD. ŞTİ.
İmes San. Sit. A Blok 107 Sk. No: 70 Y. Dudullu - Ümraniye / İstanbul - TURKEY

P: +90 216 420 39 96 / +90 216 420 39 97 - F: +90 216 420 39 98
www.atakarms.com


